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fJust ifica tio'"

Address Reply To BY
COMUDING GENERAL, AR . IR FORCES

Washington 25, D.C.
AvoilltbIi1y Codes

Attention: A
AvejI ,trd I mw/orI Special

WEAQUARTERS, AR~ff AI1R FOCIOES
WIMINGTON

A@l INSPECTED 5 AFRBC-3
DTmG QI Y I9 September 1944

SUBJECT: Operational and Tactical Suitability of the C-46A Airplane

for Troop Carrier Operations - AAF Board Project No. (M-4)105

TO : President

lary Air Forces Board
Orlando, Florida

1. Report of JdLF Board, subject and number as above, dated 8
August 1944, has boen reviewed by interested agencies of this Head-
quarters and recommendations thereof are approved..

2. In accordance with recommendations of subject report, action 0
will be taken to include in the following priority the modifications
as listed below to make the C-46A aircraft fully suitable for Troop
Carrier use:

a. Camouflage all aircraft for Troop Carrier use in accord-

ance with Military Requirement Policy No. 15, dated 8 June 1944.

ad b. Install formation lights on the upper portion of the wings
and fuselage.

c. istall a standard exit door directly opposite the present
rear door (it is desired that the door be forty (40) inches wide by
sixty-three (63) inches high and designed to open inwardly during flight).

d. Install two paratroop anchor cables, one on each side of
the longitudinal center line of the cargo compartment and running from
the forward bulkhead of the compartment to Station 633 or 651 with a
stop for static line snap fasteners at Station 615,
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e. Install a retractable lever to operate the jaws of the @
i glider tow mechanism so that one man can accomplish a glider hoop-up.

f. Make provisions for a minimum of four (4) and, if possible,
six (6) external parapacks.

g. Install AN/I/N-2, AN/APN-l, SCR-522, and AN/APN-4. 0

h. Install paratroop jump lights on both paratroop exists with
operating switch accessible to both pilot and copilot.

i. Modify airplane interphone system to include an outlet ad-
jacent to the glider tow mechanism for glider-airplane intercommunication. 0

3. The following items are to be a matter of further study:

a. Methods to provide better engine cooling and better cooling
for the engine oil when the airplane is towing gliders. 0

b. A method to provide inward opening of the rear cargo port
door during flight for junping of paratroopers.

cO The desirability of installing R-2800-C engine in the C-46A
* airplane to improve the performance of the airplane. 0

d. The desirability of installing paddle blade propellers to
improve climb and cruise performance of the airplane wh on towing gliders.

e. Feasibility of installing self-sealing tanks in the C-46A
airplane. 0

By command of Gene.ral iNOLD:

/s/ R. H. Macklin
for H. A. CRA IG

Major General, U. S. Amly

Asst. Chiof of Air Staff.
Oporations, Commitments & Requirements

0
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TM; Ag~y ;IR. FORGES BoldJ,
Crlando,, Florida 8 August l9L +1

ARMTY MI FORCE.S BO~IJfl PROJECT NO. (M-1l) 105
OPERALTION2L :,ND TACTICAL SUITZBILITY OF Tfl{ C-'46A AIRPLANE FOR

TROOP CA'RRIIER OP.2ATIONS3

1. OBJECT

To determine the operational arnd tactical suitability of the C-46A
airplane for Troop Carxrier operations.

II.* FACIVAL TLATA

1.This project, AAF Board Project No. (M-1) 105, w Ls authorized by
a lettvr from Hordquarters, Army Air Forces, 7Tashington, D.C.,'datel 9 May
1944, subject "Operational Suitability of the, C-46 Towing the CG-13At' Glider,"
and 7M! datud 12 May 1944 rcquosting a roport on the suitability of the C-46A
airplane for &Irborno operations.

2. Tests viore initiat-ed at Iaurinburg-Maxton Army Air Base,, N .C.
on 12 May 1944f with C-46A No. 41-2402, -a "fwar vroay" from Alaska, mhich had,
roce ntly bee n released from Mobile, LIUod-ificati-en C enter, Troublo writh the right
enginu g-round&A; the airplane -tftter 29 flight teost hours wure logGed. Since
the left engine had approxim.-.y 570 hours, both engine-s wore replaced, to

* nminimize the inoperative timu on the ground. *Upon curaplution of engine changes,,
the; "war wL;ry"l rirplane vras flown to :Jri~sht Field for further experimental
tow ti.sting.

3. A newv C-46A airplane was requustod in order to continue with the
tQsts. C-46., airplanQ Serial No. 42-107334, temporarily assignud for n poriod
of ten days, -,rriveCI on 25 Mpy 1944 aind the t.ests were resumed. The, glider
tow testing iv-.s accelerated ai comrpL--t -d by 1 Juno 1944w, An opurationnal* C-
46A airplane grossing- (1) 39,692 lbs. and (2) 4+6,692 lbs. towed the following
galidor, combinatiors:

a. CC-13A glider Zrossing, 16,500 lbs.

$ b. -Two 0G.-L.A -ldrs grossing 7,500 lbs. pur gli~dcr.

c. B~ritish Horsa glidier grossing 15,250 lbs$

.4. This aripla.nu vrs then flown to Camp Lfackall, N.C. for airborne
suitability tests by the ArbornQ Cente r. Parachute. 'Jumps were: comple)Ited
within the prescribed tiime, r-nd the airplane wac relQease.d to Air Transport
Command on 3 June 1944. Tost of thej C-46 for airborne use by Airboa'nu Conter,

*An airplane is considored operational Wihen it contains a full fuel load,
combat equipment, vnd a crew;v of five0
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CONF IDENT IA L

Camp Mackall, N.C. is covered in Inclosure No. 3 of this report.

5. For a complete record of all mairntunance and estimated man-hours
of work required on subject airplanes, see Inclosure No. 5.

III, CONCLUSIONS

It is concluded that:

1. Thu C-46A airplane will tow the CG-13A glider or two CG-4A
gliders more efficiently than any .ther available two engine airplane tested
to date.

2. The C-46A airplane is suitable for dropping paratroopers but it
cannot be used to maximum dfficiency .with only one exit door.

3. The C-46A airplane is a satisfactory porsonnul, cargo, and air-
borne oquipme.nt transport, carrying 5000 lbs, more maximum payload and 23 more
individuals than the C-47A airplane.

4. The following changes to thu C-46A airplane should bo made to
make it fully suitablo for troop carrier use:

a. Intall a standard exit door directly opposite the present
rear port cargo door. (It is desirable that the door be
3511 -wide x 66" high and designed to opun inwardly during

flight.)

b. Install two parachute anchor cables, one on each side of
the longitudinal c~ntor line of the cargo compartment and
runing from the forward bulkhead of the compartm'nt to
Station 633 or 651 with a stop for static line snap faste-

nurs at Station 615.

C. Install a retractable levdr to operate the jaws of the gli-
der tow mechanism so that one man can accomp.Lish a glider
hook-up.

de, Hake provisions for a minimum'of four a=d- if. -pohsiblo.,: six
external pararacks.

e. Install ANI/APN- Interro-ator-respondor, AN/APN-I radio
altimeter, SCR-522, and AN/APN-4.

f. Install formation lights on the upper portions of the vings
and fus elage.

g. Install paratroop jump lights at both paratroop exits vwith
the operating switch accessible to both pilot and copilot.

h. Modify airplane interphono system to include an outlet near
glider tow mechanism for glidor-airplan intercommunication.

-2-
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CONFIDENTIAL 0

5. An accelerated servicu test of the C-46A airplane should be con-
ducted to determine thu serviceability of the aircraft when subjected to troop
carrier operations with emphasis on glider tow work.

6. The C-46A airplane should be considered a supplementary airplane 0
to the C-47 airplane for troop carrier work, but not necessarily a replacement.

IV. ,ECOMMMADATIONS

It is rocommended that:

1. - The C-46A airplane be considered operationally and tactically 0

suitable for troop carrier operations when modified as outline in paraoraph
4 of eonclusions.

2. At last four new C-46A airplanes be assigned to Laurinburg-
Mxton Army Air Base, N.C. for an accelorated servicQ tst of the aircraft
when used for troop carrier operations, includine, towing of thu CG-13A gliders. 0

3. At lvast onu C-46A airplane be modified immediately as outlinod
in piragraph 4 of Conclusions and assigned to Airborne Center, Camp Mackall,
N.C. for further tosts, including the dropping of paratroops.

4. The C-46A airplane b_ considered for supplementing but not ro-
placing the C-47 airpl=v for troop carrier operations.

5. A study be madv of the following:

a. liethods to provide bettur engine cooling and bettor cooling
for engine oil whon the airplane is towing gliders.

b. A method to provide inward opening of the rear port cargo
door during flight.

c. The desirability of installing the R-2800-C engine in the
C-46A airplane to improve the performance of the ,irplano. 0

d. The desirability of installing paddle bladu propellers to
improve climb and cruise performance of the -irplane when
towing gliders.

c. Thu feasibility of installing self-soaling fuel tanks in: 0

those C-46A airplanus that Will be used on combat missions.

V. DISCUSS ION

1. General: Thu C-46A airplane is considered a logical addition
to troop carrier unit equipment becausQ it has a performance that is superior
to thu C-47A airplane in the following respects: (1) In towing gliders, (2)
in transporting a truatur number of paratroops, and (3) in carrying largercargo loads. The C-46A is the only airplane having this performance superio-

-3-
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CONFIDENTIAL

rity which is in production and is available for use as a supplemont to the
C-47A airplane on troop carrier missions. The subject airplane is not recom-
mended as a total roplcuemnt for th C-47A airplane bcause of the advantage
inherent in a amller airplanu in landing and taking off on unprupared strips. 0

a. As a tow plane the C-46A is superior to thu C-47A airplane.
For example, an operational C-46A airplane has a, proxi-
mately the same tow characteristics with a CG-13A glider
(16,500 lbs. gross weight) as an operational C-47A airplane
has with a single CG-4A glider (7,500 lbs. gross woiiht).

b. -Jith modifications as listed in paragraph 4 of Conclusions,
the C-46k airplane will become an extremely desirable air-

craft for the dropping of paratroops. The addition of a
starboard exit door will allow a 50-A increasu over the pro-
sent number of paratroopers being dropped without increasing
the tactical ground pattern in length.

c. Transporting a maximum payload of 15,000 lbs., the C-46A
airplane is a more cfficient cargo carriur for air landing
operations when compared to the C-47A airplane and its
maximum payload of 10,000 lbs. On thrue occasions the Air- 0
borne Center, Camp Mackall, N.C., has tested the C-46A air-
plane for transporting airborne equipment and has approved
the airplane for air landing operations. The tests have
proved that tho C-46A can satisfactorily accommodate the
105mm howitzer M-2 which cannot bu transported in th6 C-47A
airplane unless disassembled. Refer to Inclosure No. 3 for
further information on b. -nd c. above.

2. Serviceability: Thee presunt problem to bu solved is the rate
of serviceability %nd the maintenance that will be ruquired by the C-46A air-
plane when operated in the theater as compared to the operation of the C-47A
airplane under similar conditions. The "war weary" C-46A airplane required
2.23 man hours for inspection and maintenance per test hours, compared to .88
man hours per test hours for a late production model C-46A (sQe Inclosure
No. 5). To obtain a morQ complete cross sectional view of the opuration of
the C-46A airplane, it has buen recommended that four new production model
C-46A airplanes be made; available to Laurinburg-Maxton Aray Air Base, N.C.
for CG-13A glider tow training. A record will be kept of all maintenance and 0
this record will bQ forward,d at a later date as a supplement to this report
with redommendations for operating the 0-46A airplanu in the field on troop
carrier operations.

3. Performanc :

a. The C-46A airplar is equipped with two R-2800-51 Pratt &
.1hitney engine.s which develop 2000 horsepower per engine at
take-off itaen using 100 octnme fuel. Normal rated power is
1600 horsepower. Full takoe-off power was utilized by the

-4- 4
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tug airplane on take-off and during the initial stoup climb.
The combination w~s airborne at 90 m.p.h., thcn clnbod
steeply at 100 m.p.h. until an altitudo of 100 ft. over ob-
staclus was ruached. At this point the combination was l;-
velled off and power was reduced to normal ratud powr. A
clijnb at 120 m.p.h. was maintainud to desired altitude.
The operational climb power settings wero not changed after
being ruducd to normal rated power (41.5" 11g. and 2400
R.P.M.) but were allowed to drop corruspondingly with in-
crease in altitudu. Cruise settings woru testAd at thu
75% power level to determine thu bust cruising speuds ob-
tainablv. At 75% powur thu C-46A airplnu towbd thu CC-
13A glider at a speed mhich allowed thv CG-13A to fly in a
normI lovl flight attitude, an accomplishmunt not pos-
siblo with the C-47A airplan,.

b. The C-46A airplanu has an initial steep climb availabln for
clearing obstacles that is not available mdth thu C-47A
airplane. (A 16m& film of the C-46A and CG-13A combination
take-off will be sunt with the original of this ruport to
Headquarters Army Air Forces, 11ashinton, D. C.)

c. Thu cruising speed of the C-46A airplanQ towing two CG-4A
glid6rs is dependent upon the flight attitudos of thu gli-
durs. Namely, flying the gliders high and wide reduces the
cruising spuud of thu combirntion, wheroas flying the gli-
ders low and close in incruanss the cruising speed. Flying
the gliders in the high and wide attitude also affects
climb and take-off distance performance adversely.

d. For all performance data on the various comoinations tested,
refer to InclosurQ No. 4.

4. Modifications:

a. The installation of a starboard exit door mould permit two
sticks of paratroopers to jump simultaneously, thereby
taking mnxinmum advintage of thQ troop carrying qualities of
the C-46A airplane. This instrllation is therefore con-
sidered essential.

b. Provisions for a minimum of four pararacks is considered
essential in order tht parMbundles may b; djlivered with
each stick of paratroopers. Six installations would be
more desirable since tkis would assist thu dropping of air-
borno artillery unit equipment simultaneously with the para-
troopurs, thereby koeping a unit and its equipmunt intact.

C. The installation of the R-2800-C Qnginu is considered a
desirablo change to be investigatud since thQ additional

-5-
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CONF IDENT IAL

powur available would considurably improve thu porfor-
mancQ of tho subjuct combinations. This installation may
accomplish tho dusirable feature of the C-46A airplano and

CG-13A glidur combination attaining a 130 m.p.h. cruiso
spo.d with powur settings capablo of automatic loan mixture,
thureby incruasing rongo porformanco.

d. It is dosirvd that engino and oil tumpvraturo cooling bo
improvud to provide a greator mrgin from mraximum allowable
tomprattres. During tosting thu froo air tomporatur;
averaged butwoon 2800. and 340C. and thu following tompo-
raturo avurages wro noted:
(1) Climb: Cylinder head tQmporaturo--225°C. to 23500.

Mil tomporature--900 C. to 1000C.
(2) Cruise: Cylindor head tompvrature--2180 C. to 2280C.

Oil temporaturo--800 C. to 900C. 9

VI. INCLDSURES

1. Incl. No. 1 - Diroctive datod 9 May 1944 from Hqs. A;Y., lJash-
ington, D.C. to Prusidvnt, AAF Board, Orlando, Fla., subjoct "Operational
Suitability of the' C-46 Towing thu CG-13A Glider."

2. Incl, No. 2 - Directivo TX dated 12 May 1944 from hqs. AAF,
Washington, D.C., Lo3 #C623, to CG, AAF Tactical Center, Orlando, Fla.

3. Incl. No. 3 - LAtter datud 19 Juno 1944 from Hqs. Airborne
Cunter, aW Ground Forces, C='p Mackall, N.C. to Prusidont, %.F Board, Or-
lando, Fla. (Attn: Aircraft Division), subject "Tust of tha C-46 for Air-
borne Use." E

4. Incl. No. 4 - Pjrformanc, Data.

5. Incl. No. 5 - C-46A Maintenance Record.

6. Incl. No. 6 - Tus Pvrsonnul.

PREPRMD BY:
3TERLING D. 1OBITS, Major, A.C., jpucial Branch, Aircraft Div., AAF Bd. •

CONCURRED IN BY:

D. D. DIVINE II, Colonel, A.C ., Bomb. Branch, Aircraft Div., AAF Board.

C. F. D MERG, Colonel, A.C., Chiuf, Aircraft Division, AAF Board.
H. G. MONTGOIvRY, JR., Colonel, A.C., Chiuf, Tactics Division, djF Bd.
'. G. SMITH, Colonul, A.C., Chief, Communications Division, AAF Board,
E. H. RICE, Colonel, A.C., Chief, Equipment Division, AAF Board.
G. 1. McG1F GOR, Colonel, A.C., Exucutivo, UF Board.

APPROVED:

For the Army Air Forces Board:

-6-
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Aj~ Board Projoct No. (M-1) 105

E . L. EU BlNK
Brigadiur Gen.ora11 U.S. Army
Prosidont

OFFICAtL:

LGUSTAV A. NEUBERG

Recordor

DISTRIBUTION: "CO"
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INCLOSURE NO. 1

HE;UDQUARTERS
A Y AIR FORCES

WahbtrIgton, D, C.
9 May 1944

SUBJECT: Operational suitability of the C-46 towing the CG-13A glider.

TO: President, Army Air Forces Board
Orlando, Florida

1. It is requested that a project be initiated to test the operational
suitability of the C-46 as a towship for the CG-13A glider.

2. Preliminary Army Air Forces Board tests have shown that there are
numerous operational limitations to the combination of 0-47 and CG-13A glider.
It is, therefore, desired to deturmine whohthur the C-46 may prove more suit-
ablQ for towing this glider. The C-46 is already uquippd as a tovrplano.

3. Tests should include investigation of the following under varying
load conditions for tug and glider:

a. Tako off distances
b. Ratu of climb to various altitudes up to 10,000 foot
c, Most efficient cruising conditions
d. Advantages or limitations of this tow combination for tactical

use. 0

4. In order to run thuso tests, arrangvments have boon made to have
a C-46 available at Maxton Army Air Base for ,- ten day period.

5. This project should be assigned second priority.

By command of Goneral ARNOlD:

/s/ R. 11. Macklin
for > 'IUt F. McKEE, Colonal, A.C.

Deputy Asst. Chief of Air Staff, 0
Operations, Connitmonts & Require-
monts

0
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INCLOSURE NO, 2

FROM: 'AR WASHINGTON DC 12 MAY 1944

TO: Commanding Cuneral
AX Tactical Center
Orlando, Flo::ida

AAF BOARD IS REQUESTED TO LSO INCLUDE SUITABILITY OF THE
BAKER DASH SEVENTEEN AS A TO.! FOR CHARLIE GEORGE EFASHM RTEEN
ABI GLIDER IN PROJECT PRESENTLY BEING CONDUCTED AT MLXTON AIR
BASE PD DEFF2ENCE W.DE TO DIRECTIVE EIGHT L, Y CMA SUBJECT
OPERATIONA'L SUITABILITY, CHARLIE DASH FOUR SIX TOMinG CHARLIE
GEORGE DASH THIRTEEN ABLE GLIDER PD PFREN WAR THREE FIVE TO
NINE FIVE TO EUBNKS SIGNED ARNOLD PAREN BAKER DASH SEVENTEEN
'IITH MODEL ONE SIX ZERO JXQI PICK UP UNIT ,RRIVE M,4AXTON ABOUT

FIFTEEN MAY FOR TEN DAY PERIOD FD REUEST RECOMENDATIONS TO

PRACTICABILITY OF USjING 3OTH AIRCRAFT FOR JUMPING PIAATROOPERS

LOG #C623

S# 5387- 9 C 0 N F I D E N T I A L
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* CONFIDENTIAL

INCLOSURE NO. 3

0 JAQ~R'IRS AIRBORNE CENE
AM ROUND FORCES

* Camp Mackall, North Carolina

452.1-NVDT 19 June 1944

SUBJECT: Test of the C-46 for Airborne Use.

* TO: President, Army Air Forces Board, Orlando, Florida.
(Attn: Aircraft Division)

1. Tests wmre conducted recently at this headquarters to considek the
practicability of the C-46 cargo airplane for usj in airborne operations.
The results of these tests were as follows:

0

a. Parachute.

(1) On 2 and 3 June 1944, tests wore conducted to determine
the suitability of the C-46 for delivery of parachutists.
On 2 June, exits were made from the door outlined in red

* on Inclosure No. 1. For tests on both 2 and 3 June, the
under surface of the horizontal stabilizer was covered
with red chalk since it was suspectud that early openings
of parachutes due to a static line of only 15 feet would
result in the canopies striking the stabilizer. On ,
examination of fifty-one (51) canopies used on 2 June,

* 0 two (2) were found to bear chalk marks. On 3 June, the
roar door outlined in green on Inclosure No. 1 was used
for the exits. No parachute gave evidence of hitting the
empennage and the exits were generally more satisfactory.

(2) It is concluded that exit of parachutists from thQ roar
0 door using the 15-foot static line is safe and entirely

satisfactory.

(3) It is recommended:

(a) That the door outlined in green on Inclosure No. 1
be used for parachute jumping.

0 (b) That an additional door be installed in the C-46 on
the right side of the fusulage, directly opposite
the door mentioned'in (1) above, with its aft edge
no further forward. The dimensions should'be not
less than 35 inches wide by 66 inches high. (In an

* airplane cArrying more than 18 men one door is not
sufficient, The ground pattern or disporsion on
the ground of the tactical unit is excessive. In

-1-
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the case of the recent exit of 40 men fromi the
C-46, the resulting pattern was 1650 feet. With
two doors buing usud simultaneously for exits,
the pattern'would be approximately one half of
that figure.)

(c) That two anchor cables be installed, one on either
side of the center line in the top of the cargo
compartment and running from the forward bulkhocd
of the compartment to station 633 or 651 with a
stop for static line snap fasteners at station 615.

(d) That one C-46 be modified as described abov5 and

be delivered to this station for final test.

b. Air-Landing.

(1) This headquarters has, on three occasions, conducted
tests of the loading and lashing of airborne equipment
in the C-46 airplane. These tests have shown that the
C-46 is a satisfactory airplane for oirlandud operations

0 and will transport all norm.ally air-transported items
of equipment in the airborne division.

(2) The C-46 cargo airplane can also accommodate the 105mm
howitzer, M-2, vhich cannot be transported in C-47 air-
planes unless disass,mblod.

* 0 (3) No modification is n6cessary in the C-46 airplane for
airlandd operations. However, the task forcu loading
floor, ramp, and ll sub-ass emblius must bu available
on a basis of onu set per airplane on airlndod missions.

6 /s/ Josiah T. Dalbey
JOSIAH T. DALDEY
Colonel, Infantry
Commanding

* 1 Incl:
Incl No. 1 - Photograph.

6

-2-
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INCLOSURE NO. 5

MAINTENANCE RECORD'

Subject: '..aintenance man hours on C-46A aircraft, serial Nos. 41-12402 and
42-107334

Object: Comparative check against aircraft in glider tow.

Note: All discrepancies noted .re called to the attention of Curtis -
Wrigt and Pratt-Whitney representatives.

Record: Aircraft No. 41-12402
Ship received 8 May 1944
5-9-" 25 br. insp. compluted, estimated man hours-lO., No major discrepan-

cies noted.
5-10-44 Loft air-speed indicator replaced, estimated time- 1 hour.
5-11- 4 Hyd. leak in tail wheel return line repaired, estimated time- 4 hrs.
5-11-44 R. Prop. repaired, pilots turn gyro replaced, estimated time- 5 hrs.
5-12-44 50 hr. inspection completed and minor repairs made, estimatud time-

40 hrs.
5-15-44 Brako accumulator drained and rtfilled, estimated time, -2 hrs.
5-19-44 Right starter replaced, estimated time- 3 hrs.
Total flight time 29:10.
Total -. an hours for inspection and maintenance - 65.
5-19-44 Ship transferred to sub-depot for engine change duo to damagod intake

-valve.
Aircraft No. 42-107334

Ship received 24 May 1914
5-26-44 Right cylinder head temperature gauge repaired, estimated time- 1 hr.
5-28-44 25 hr. inspection completed, estimated timo, - 10 hrs.'
5-30-44 Landing gear warning light repaired, estimated time - 1/2 hr.
6-1-44 50 hr. inspection completed, discrepancies noted:

Right Engine:
3 spark plug loads loose
Hyd. leak, main hyd. pump
3 cylinder head deflector plates broken

Left Engine:
Oil leak at oil by-pass plug
2 spark plug leads loose
2 cylinder head deflector plates broken.

Airplane Ioneral:
Hyd. leak at elevator booster. Hyd leak at Auto-pilot.

Estimatedtime for inspection and repairs - 30 hrs.
6-3-44 Right cylirjder had temperature repaired - vstimated time 1 hr.
Total flight time 48:00.hours
Estimatod time for inspection and maintenance, 42:30 hours,

Pvt. Floyd V. Tibbets, 35140172, Crew Chief- Cpl. H. M. Sperling, 16087007.
Asst,

S# 5387-13 TIA L
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INCUSURE NO. 6

TEST PERSOWUNL

1. STERI.ING D. ROBEiTS, Major, 0-424681, AAF Board, Project Officer.

2, VERNON A. RUX, Major, 0-388646, kAF Board, Project Officer.

3. ELRINO NWHE, JR., Ist Lt., 0-737455, 810 AAF B-su Unit, Maxton, N.C.,
Project Tow Plane Pilot.

4. JULIA;" R. HALL, 2nd Lt., 0-537071, 810 AF Basu Unit, Maxton, N.C.,
Project Glider Pilot.

5. 11. If. SPMLING, Cpl., 16087007, 810 AAF BasQ Unit, Maxton, N.C.,
Project Asst. Crew Chief.

6. FLOYD V. TIBBETj, Pvt., 35140172, 810 AAF Baso Unit, Maxton, N.C.,
Project Crew Chiuf.

S
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DEPARTMENT OF THE AIR FORCE
HEADQUARTERS AIR MOBILITY COMMAND (AMC)

2 9MAI 1999

MEMORANDUM FOR DTIC-RSM
8725 John H. Kingman Road, Station 0944
Fort Belvoir VA 22060-6218

FROM: HQ AMC/SCYN[FOIA]
402 Scott Drive Room 132
Scott AFB IL 62225-5363

SUBJECT: Distribution Limitation on DTIC Documents (FOIA Request - Mr. Ian Sullivan)

1. On 27 March 1998, Ms. Kelly Akers from your office forwarded 10 documents to 11 CS/SCSR,
Washington DC as responsive documents to a FOIA request from Mr. Ian Sullivan. Air Force was

considered to be the controlling activity to determine releasability of the documents. Ms. Akers

requested notification if the Air Force determined the distribution statements should be changed.

2. Five of the documents were sent to Headquarters Air Mobility Command, Scott AFB IL for
release determination. Upon review, we determined documents listed below are releasable to the

requester and the restricted distribution statement can be removed.

I 075959 Suitability of the B-24 Type Aircraft for Troop Carrier Operations

ATI 0767 u itability of the B-17 Airplane for Troop Carrier Operations

A- 087724 actic l1octrine of Troop Carrier Aviation

B972097 V / Operational and Tactical Suitability of the c-46A Airplane for Troop

Carrier Operations - AAF Board Project No. (M-1) 105

B972518 i/ Parachute Questionnaire Project

3. Direct any questions to Ms. Glenda Allen at DSN 576-4975 or 618-256-4975.

2 -:a (7
-  DOUGLAS R. WALTON, GS-12

-L,7- Chief, Records Management
/--Directorate of Communications &

' .Information
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